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How to Order

PC1 Series
Combination M5

Air preparation 
unit

 PC1 Series

PC

2

1
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M5
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DP

Specifications
Combination PC1, PC1A, PC1B

Fluid Pressed Air

Max.operating pressure(MPa) Proof pressure(MPa) 10bar (1.0MPa) 15bar (1.5MPa)

Ambient and fluid temperature (℃) -5~60(With no freezing)

Set pressure(MPa) 0.5~8.5bar(0.05~0.85MPa)

Filtration rating(㎛) 10㎛ (Option : 2, 5, 20, 40)

Recommended lubricant ISO VG32(Class 1 turbine oil)

Bowl material Polycarbonate (Option : ALDC)

Contruction Relieving type

Series(Combination Unit)

Body Size
1 : 1/8

Combination
Blank : Filter-Regulator-Lubricator
A : Piggyback-Lubricator
B : Filter-Regulator

Screw
Blank : Rc
N : NPT
G : G(PF)

Port Size
M5 : M5

Component
Blank : Non Bracket/gauge

B : Bracket
D : Auto Drain
P : Pressure gauge Exterior
Note1) Differntial pressure type
      Auto Drain
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Lubricator  1/8"and 1/4" 

Series PL2
How to Order

※ Test conditions : Supply pressure 0.6 MPa(90psi), Number of drop-0.05 MPa(7psi)

� �������������a��� �n���

� ����a�
Blank : Rc(PT)

N : NPT

G : G(PF)

� ���� ����
01 : 1/8

02 : 1/4

� B�a�k�� �����n�
Blank : None

Note1) B : Bracket  

Note1) Separately packed, Not

assembled.

� ����� �����n�
Q : Metal bowl

R : Flow direction : Right→ Left

XC16 : Copper-free
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Standard Specifications
Air

1.0(140psi)
1.5(200psi) 

15(0.5scfm)(1/4")
18(0.61oz)

-5~60(23~140。F) (Anti-freezing)
900(32scfm) 
1,600(57scfm)  
Polycarbonate

Nylon
ISO VG32 (Turbine oil 1 class)

0.14(0.31lb) 

Fluid
Max. operating pressure (MPa)
Proof pressure (MPa)
Min operating flow (Nℓ/min)
Bowl capacity (㎤)
Ambient and fluid temperature (℃)
Flow capacity (Nℓ/min) ※ 1/8˝

1/4˝
Bowl material
Bowl guard material
Recommended oil
Weight (kg)

PL 2 B
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Symbol

Piggyback Filter/Regulator
1/8"and 1/4" 

Series PP2

How to Order

※ Test conditions : Supply pressure 0.7Mpa(100psi), Set pressure 0.6Mpa(90psi)

� �������������a�k �n���

� ����a�
Blank : Rc(PT)

N : NPT
G : G(PF)

� ���� ����
01 : 1/8
02 : 1/4

� B�a�k�� �����n�
Blank : None
Note2) B : Bracket + Panel nut

B1 : Panel nut
Note2) Separately packed, Not

assembled.

� D�a�n �����n�
Blank : Manual Push Drain
Note3) D : Auto Drain (N.O Type)
D2 : Auto Drain (Piping exhaust)

D5 : Manual Drain (Piping exhaust)
Note3) Min.operating pressure is

0.15MPa (20psi) for Auto
Drain (N.O Type)

� �������� Ga���

�Unit of pressure for integral pressure
gauge will be indicated as psi/bar when
thread is “NPT”or “G”Type.
Please note “G1”when you want Mpa
units.

� ����� �����n� 

Note1) Refer to page 152 for Built-in
Check valve, Tamper
resistant kit.

�If ordering more than one option,
indicate symbols numerically then
alphabetically Ex) 2EK

�Over Max. pressure value can be set.
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Standard Specifications
Air

1.0(140psi)
1.5(200psi)

0.05 ~ 1.0(7~140psi)
0.05~0.2(7~30psi), 0.05~0.4(7~60psi)
-5~60(23~140。Fpsi) (Anti-Freezing)

1,200(42scfm)
1,300(46scfm)
Standard : 5

Relieving style 
Polycarbonate

Nylon
Manual drain : 15(0.51oz) 
Auto drain : 20(0.68oz)

0.23(0.5lb)

Fluid
Max.operating pressure (MPa)
Proof pressure (MPa)
Set pressure Standard
range (MPa) Made to order specifications
Ambient and fluid temperature (℃)
Flow capacity ※ 1/8˝
(Nℓ/min) 1/4˝
Filtration (㎛)
Construction
Bowl material
Bowl guard material

Drain capacity (㎤)

Weight (kg)

PP 2 B
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PIGGYBACK

OUTIN

Symbol

Blank Set at 0 to 1.0 MPa(140psi), 5㎛ (Standard)

2 Set at 0 to 0.2 MPa(30psi) K Built-in Check Valve

4 Set at 0 to 0.4 MPa(60psi) Q Metal bowl

E Non-relieving type R Flow direction : Right → Left

J2 Filter element - 20㎛ T Tamper Resistant Kit

J4 Filter element - 40㎛ XC16 Copper-free

Note2)

Note2,3)
Symbol Description Pressure range

Blank No-gauge

G
Integral pressure gauge 

(W/Limit Indicator)
1.0MPa(140psi)

P Pressure gauge 1.0MPa(140psi)

P2 Pressure gauge 0.2MPa(30psi)

P4 Pressure gauge 0.4MPa(60psi)
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PC1 시리즈

348

Combination M5

▣ 표준사양
시리즈 PC1, PC1A, PC1B

사용유체 압축공기

최고사용압력 10bar (1.0MPa)

보증내압력 15bar (1.5MPa)

주위온도 및 사용유체온도 -5 ~ 60℃ (동결없어야 함)

설정압력범위 0.5~8.5bar (0.05~0.85MPa)

추천사용유 터빈유 1종 (ISO VG32)

바울 재질 폴리카보네이트 ( 옵션 : ALDC)

구조 릴리프타입

PC1 표시기호

PC1A 표시기호 PC1B 표시기호

▣ 품번 체계

나사 종류
무기호 Rc

N NPT
G G(PF)

몸체 사이즈
1 1/8

기기의 구성
무기호 Filter-Regulator-Lubricator

A Piggyback-Lubricator
B Filter-Regulator

시리즈 명
(Combination Unit)

PC	 1	 ✽		—	 	✽	 M5	 DP

관접속 구경
M5 M5

부속품(옵션)
무기호 수동드레인 / 게이지 없음

D 오토드레인
P 돌출형 압력계

주1)  차압식 오토드레인 입니다.

PF PR PL

PP PL PF PR

PC1B

PC1

PC1A

PC1 시리즈

348

Combination M5

▣ 표준사양
시리즈 PC1, PC1A, PC1B

사용유체 압축공기

최고사용압력 10bar (1.0MPa)

보증내압력 15bar (1.5MPa)

주위온도 및 사용유체온도 -5 ~ 60℃ (동결없어야 함)

설정압력범위 0.5~8.5bar (0.05~0.85MPa)

추천사용유 터빈유 1종 (ISO VG32)

바울 재질 폴리카보네이트 ( 옵션 : ALDC)

구조 릴리프타입

PC1 표시기호

PC1A 표시기호 PC1B 표시기호

▣ 품번 체계

나사 종류
무기호 Rc

N NPT
G G(PF)

몸체 사이즈
1 1/8

기기의 구성
무기호 Filter-Regulator-Lubricator

A Piggyback-Lubricator
B Filter-Regulator

시리즈 명
(Combination Unit)

PC	 1	 ✽		—	 	✽	 M5	 DP

관접속 구경
M5 M5

부속품(옵션)
무기호 수동드레인 / 게이지 없음

D 오토드레인
P 돌출형 압력계

주1)  차압식 오토드레인 입니다.

PF PR PL

PP PL PF PR

PC1B

PC1

PC1A

PC1 시리즈

348

Combination M5

▣ 표준사양
시리즈 PC1, PC1A, PC1B

사용유체 압축공기

최고사용압력 10bar (1.0MPa)

보증내압력 15bar (1.5MPa)

주위온도 및 사용유체온도 -5 ~ 60℃ (동결없어야 함)

설정압력범위 0.5~8.5bar (0.05~0.85MPa)

추천사용유 터빈유 1종 (ISO VG32)

바울 재질 폴리카보네이트 ( 옵션 : ALDC)

구조 릴리프타입

PC1 표시기호

PC1A 표시기호 PC1B 표시기호

▣ 품번 체계

나사 종류
무기호 Rc

N NPT
G G(PF)

몸체 사이즈
1 1/8

기기의 구성
무기호 Filter-Regulator-Lubricator

A Piggyback-Lubricator
B Filter-Regulator

시리즈 명
(Combination Unit)

PC	 1	 ✽		—	 	✽	 M5	 DP

관접속 구경
M5 M5

부속품(옵션)
무기호 수동드레인 / 게이지 없음

D 오토드레인
P 돌출형 압력계

주1)  차압식 오토드레인 입니다.

PF PR PL

PP PL PF PR

PC1B

PC1

PC1A

PC1

PC1A PC1B

PC1 시리즈
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Combination M5

▣ 표준사양
시리즈 PC1, PC1A, PC1B

사용유체 압축공기

최고사용압력 10bar (1.0MPa)

보증내압력 15bar (1.5MPa)

주위온도 및 사용유체온도 -5 ~ 60℃ (동결없어야 함)

설정압력범위 0.5~8.5bar (0.05~0.85MPa)

추천사용유 터빈유 1종 (ISO VG32)

바울 재질 폴리카보네이트 ( 옵션 : ALDC)

구조 릴리프타입

PC1 표시기호

PC1A 표시기호 PC1B 표시기호

▣ 품번 체계

나사 종류
무기호 Rc

N NPT
G G(PF)

몸체 사이즈
1 1/8

기기의 구성
무기호 Filter-Regulator-Lubricator

A Piggyback-Lubricator
B Filter-Regulator

시리즈 명
(Combination Unit)

PC	 1	 ✽		—	 	✽	 M5	 DP

관접속 구경
M5 M5

부속품(옵션)
무기호 수동드레인 / 게이지 없음

D 오토드레인
P 돌출형 압력계

주1)  차압식 오토드레인 입니다.

PF PR PL

PP PL PF PR

PC1B

PC1

PC1A

PC1A

PC1

PC1B
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Inlet Pressure

One-touch fitting

Auto drain 

(differential pressure type) attached

Product Name

Dimensions when options are attached

Port Size

Dimensional Drawing
Gauge Port

Gauge (Option)

Option  Auto drain 
(differential pressure type) Gauge



One-touch fitting

Option  Auto-drain
(differential pressure type)

Lorem Ipsum Gauge

Auto drain 
(differential pressure type) 

attached

Auto drain 
(differential pressure type) 

attached

Dimensions when options are attached

Port Size

Gauge (option)

Gauge Port

Dimensional Drawing

Port Size

Gauge (Option)

Gauge Port


