
Series PVR 3000

946

Standard Specifications

Model

Relief

Fluid

Proof

Max. Operating Pressure

Regulating Range

Ambient and Media Temperature

Port Size

Port Size For Pressure Gauge

Fluid Contact Material

Diaphram Material

Wesight(kg)

PNR4000

Non Relief

Clean Air, N2, CO2, He, Ar

1.5 MPa

1.0 MPa

0.05 ~ 0.7 MPa

0 ~ 60 ℃

Rc(PT) 1/4, 3/8, 1/2, 7/8 - 14 UNF

Rc(PT) 1/8

SUS 316 (Body SUS316L)

PTFE or FPM

0.8

● COMPACT SIZE

● HIGH FLOW CAPACITY

● COMPACT SIZE

Clean Regulator

Series PNR 4000
How to Order

1⃞ Purity and Pressure Control
Equipment

2⃞ Nitrogen Regulator

3⃞ Body Size
4 : 3/8

4⃞ Relief
0 : Non Relief

5⃞ Regulating Range
00 : 0.05 ~ 0.7 MPa

6⃞ Port Size
02 : Rc(PT)1/4

03 : Rc(PT)3/8

04 : Rc(PT)1/2

7⃞ Accessory
B : Bracket

G : Gauge

P NR            00
61 2 7

034 0 BG

3 4 5

PNR4000 
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