
169

How to Order

PR 8~9 Series
Regulator 1 1/4", 1 1/2", 2"

Air preparation 
unit

PR 8~9 Series

How to Order

PL 8~9 Series
Lubricator 1 1/4", 1 1/2", 2"

Air preparation 
unit

PL 8~9 Series
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Series
(Lubricator  Unit)

Body Size
8 : 1 1/4, 1 1/2
9 : 2

Thread
Blank : Rc
N : NPT
G : G(PF)

Port Size
12 : 1 1/4
14 : 1 1/2
20 : 2

Accessory Option
Blank : None
B : Bracket

Bowl
Blank Polycarbonate

M Metal bowl with sight glass
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Specifications

Port size
PL 8 1 1/4, 1 1/2

PL 9 2

Fluid Pressed Air

Max.operating pressure(MPa) 10bar (1.0MPa)

Proof pressure(MPa) 15bar (1.5MPa)

Ambient and fluid temperature (℃) -5~60(With no freezing)

Recommended fluid ISO VG32(Class 1 turbine oil)

Material of bowl Polycarbonate (Option : ALDC)
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Series(Regulator  Unit)

Body Size
8 : 1 1/4, 1 1/2
9 : 2

Thread
Blank : Rc
N : NPT
G : G(PF)

Port Size
12 : 1 1/4
14 : 1 1/2
20 : 2

Accessory Option
Blank : No Gauge

P : Gauge
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Specifications

Port size
PR 8 1 1/4, 1 1/2

PR 9 2

Fluid Pressed Air

Max.operating pressure(MPa) 10bar (1.0MPa)

Proof pressure(MPa) 15bar (1.5MPa)

Ambient and fluid temperature (℃) -5~60(With no freezing)

Regulating range 0.5~8.5 bar(0.05~0.85MPa)

Construction Internal pilot relieving type (pilot air is always bleeding)

Gauge port 1/4
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Coalescing Filter
1/8",1/4",3/8",1/2", 3/4"and 1"     

Series PFH/PFU

How to Order

※ Test conditions : Supply pressure 0.6MPa(90psi), Pressure drop 0.07MPa(10psi)

� ��al����n� ��l���

� ������
2   : PC2 Series

3 : PC3 Series

4 : PC4 Series

5 : PC5 Series

� ����a�
Blank : Rc(PT)

N   : NPT

G : G(PF)

� ���� ����
01 : 1/8  PC2 Series

02 : 1/4 PC2,3 Series

03 : 3/8 PC3,4 Series

04 : 1/2 PC4 Series

06 : 3/4 PC5 Series

10 : 1 PC5 Series

� B�a�k�� �����n�
Blank : None

Note2) B : Bracket  

Note2) Separately packed, Not assembled.

� �������� Ga���

Note1) Min.operating pressure is 0.15MPa(20psi) for Auto Drain
(N.O Type)

� ����������� 

� When specifying more than one symbol, indicate them
alphabetically Ex) LRXC16

※ The minimum operating pressure is 0.05Mpa for Auto
drain.(PFH2)

※ For the auto drain, fitting is not included.(PFH2)

1

Standard Specifications

PFH/PFU2 PFH/PFU3 PFH/PFU4 PFH/PFU5

1.0(140psi)

1.5(200psi)

Polycarbonate

Nylon

PFH : 0.3,  PFU : 0.01

15(0.51oz) 38(1.28oz) 56(1.89oz) 156(5.27oz)

21(0.71oz) 30(1.01oz) 68(2.3oz) 174(5.88oz)

0.14(0.31oz) 0.24(0.53oz) 0.5(1.1oz) 1.1(2.43oz)

Description

Max. operating pressure (MPa)

Proof pressure (MPa)

Ambient and fluid

temperature (℃)

Flow rate ※

(Nℓ/min)

Bowl material

Bowl guard material

Filtration (㎛)

Drain  Manual

capacity (㎤) Auto

Weight(kg)

PFH B
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OUTIN

COALESCING FILTER(0.01㎛)

OUTIN

COALESCING FILTER(0.03㎛)

Symbol

200 450 1100 1100

(7scfm) (16scfm) (39scfm) (39scfm)

1/8˝

1/4˝

1/4˝

3/8˝

3/8˝

1/2˝

3/4˝

1˝

-5 ~ 60(23~140。F) (Anti-freezing)

Symbol Description Applicable series

Blank Manual Push Drain PC2~PC5

D Auto Drain (N.O Type) PC2~PC5

D2 Auto Drain (piping exhaust) PC2

D5 Manual Drain (piping exhaust) PC2

Note1)

Symbol Description Applicable series

L Life Indicator PC4~5 Series

Q Metal bowl(For PFH2) PC4~5 Series

Q1 Metal bowl w/sight glass PC4~5 Series

Q2 Metal bowl no sight glass PC4~5 Series

R Flow direction : Right→ Left PC2~5 Series

XC16 Copper-free PC2~5 Series
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Coalescing Filter
1/8",1/4",3/8",1/2", 3/4"and 1"     

Series PFH/PFU

How to Order

※ Test conditions : Supply pressure 0.6MPa(90psi), Pressure drop 0.07MPa(10psi)

� ��al����n� ��l���

� ������
2   : PC2 Series

3 : PC3 Series

4 : PC4 Series

5 : PC5 Series

� ����a�
Blank : Rc(PT)

N   : NPT

G : G(PF)

� ���� ����
01 : 1/8  PC2 Series

02 : 1/4 PC2,3 Series

03 : 3/8 PC3,4 Series

04 : 1/2 PC4 Series

06 : 3/4 PC5 Series

10 : 1 PC5 Series

� B�a�k�� �����n�
Blank : None

Note2) B : Bracket  

Note2) Separately packed, Not assembled.

� �������� Ga���

Note1) Min.operating pressure is 0.15MPa(20psi) for Auto Drain
(N.O Type)

� ����������� 

� When specifying more than one symbol, indicate them
alphabetically Ex) LRXC16

※ The minimum operating pressure is 0.05Mpa for Auto
drain.(PFH2)

※ For the auto drain, fitting is not included.(PFH2)
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Standard Specifications

PFH/PFU2 PFH/PFU3 PFH/PFU4 PFH/PFU5

1.0(140psi)

1.5(200psi)

Polycarbonate

Nylon

PFH : 0.3,  PFU : 0.01

15(0.51oz) 38(1.28oz) 56(1.89oz) 156(5.27oz)

21(0.71oz) 30(1.01oz) 68(2.3oz) 174(5.88oz)

0.14(0.31oz) 0.24(0.53oz) 0.5(1.1oz) 1.1(2.43oz)

Description

Max. operating pressure (MPa)

Proof pressure (MPa)

Ambient and fluid

temperature (℃)

Flow rate ※

(Nℓ/min)

Bowl material

Bowl guard material

Filtration (㎛)

Drain  Manual

capacity (㎤) Auto

Weight(kg)

PFH B
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OUTIN

COALESCING FILTER(0.01㎛)

OUTIN

COALESCING FILTER(0.03㎛)

Symbol

200 450 1100 1100

(7scfm) (16scfm) (39scfm) (39scfm)

1/8˝

1/4˝

1/4˝

3/8˝

3/8˝

1/2˝

3/4˝

1˝

-5 ~ 60(23~140。F) (Anti-freezing)

Symbol Description Applicable series

Blank Manual Push Drain PC2~PC5

D Auto Drain (N.O Type) PC2~PC5

D2 Auto Drain (piping exhaust) PC2

D5 Manual Drain (piping exhaust) PC2

Note1)

Symbol Description Applicable series

L Life Indicator PC4~5 Series

Q Metal bowl(For PFH2) PC4~5 Series

Q1 Metal bowl w/sight glass PC4~5 Series

Q2 Metal bowl no sight glass PC4~5 Series

R Flow direction : Right→ Left PC2~5 Series

XC16 Copper-free PC2~5 Series
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PR8~9 시리즈
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• 내부 파일럿 방식의 릴리프타입 레귤레이터
• 메탈 씰의 릴리프 밸브를 채용하고 있으므로 우수한 압력특성을 얻을 수 있습니다.

Regulator 1 1/4″, 1 1/2″, 2″

▣ 표준사양

접속배관
PR8 1 1/4, 1 1/2

PR9 2

사용유체 압축공기

최고사용압력 10bar (1.0MPa)

보증내압력 15bar (1.5MPa)

주위온도 및 사용유체온도 -5~60℃ (동결없어야 함)

설정압력범위 0.5~8.5bar (0.05~0.85MPa)

구조 내부파일럿식 릴리프 타입
(파일럿에서 상시 블리드)

압력계 접속구경 1/4

▣ 품번 체계

몸체 사이즈
8 1 1/4, 1 1/2
9 2

시리즈 명
(Regulator Unit)

나사 종류
무기호 Rc

N NPT
G G(PF)

관접속 구경
12 1 1/4
14 1 1/2
20 2

PR	 8	─	✽	 14	 P	

부속품(옵션)
무기호 게이지없음

P 게이지

PR9 PR8

표시기호




