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Series F L3
. V(4 4
Lubricator 1/4"and 3/8’
m] Standard Specifications
Fluid Air
Max. Operating Pressure (MPa) 1.0(140psi)
Proof Pressure (MPa) 1.5(200psi)
Min Operation Flow (N £ /min) 40(3/87)
Bowl Capacity (cr) 56(1.8902)

872

Ambient and Fluid Temperature (C) —5~60(23~140°F) (Non—freezing)

Flow Capacity 3 1/4”7 2,100(74scfm)

(N £ /min) 3/8” 3,100(109scfm)

Bowl Material Polycarbonate

Bowl Guard Material Nylon
Recommended Oil ISO VG32(Turbine Oil 1 Class)
Weight (kg) 0.26(0.57Ib)
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% Test conditions : Supply pressure 0.6MPa(100psi), Pressure drop 0.05MPa(90psi)
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L Other Option

R [ Flow Direction : Right — Left |

Qt

|_xc16_| Copperfree [

Q2

| Metal Bow! With/Sight Glass
| Metal Bow! NO Sight Glass

Blank | Rc(PT)

N NPT

G G(PF)

Port Size

Bracket Option
[ Blank ] None |
[ B | Bracket [Note1)

Notel) Separalely packed, Not
assembled.
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Series PL3

PC2
@ Construction PF2
PR2
Main Parts/Parts List PL2
No. Description Material Remark PP2
@ | Body Aluminum
@ | Inner Sight dome Nylon (Transparent)
@ | Outer Sight dome Nylon (Transparent) PC3
@ | Damper Plate Acetal
® | Bowl Polycarbonate PF3
® | Bowl Guard Nylon
PR3
Replacement Parts/Parts List
No. Description Material Part No. PL3
@ | Damper NBR PL3—34-001-01
® | Bowl O-ring NBR PL3—-04-001-01 PP3
PC4
PF4
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