
DW Series
2 Port Solenoid Valve (Pilot Type, Flange Type 1/8" - 2")

Directional 
Control Valve

DW Series
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TFVM220~230 Series
Foot Valve

Directional 
Control Valve

TFVM220~230 Series

TFVM250 Series
Pilot Type Foot Valve

Directional 
Control Valve

TFVM220~230 Series

Foot Valve

No. of Port
50 : 5 ports

Screw Type
Blank : Rc(PT)
N : NPT

G : G(PF)

Port Size
02 : 1/4
03 : 3/8

1

2

3

Foot Valve

No. of Port
20 : 2 ports
30 : 3 ports (residual pressure exhaust   
      hole included)

Screw Type
Blank : Rc(PT)
N : NPT

G : G(PF)

Port Size
02 : 1/4

1

2

3

4

4

How to Order

How to Order

TFVM  2

3 4

02

2

20

1

TFVM  2

3 4

03

2

50

1

Model TFVM250-02 TFVM250-03

Fluid Air

Operating Pressure Range 0~10bar (0~1 MPa)

Ambient & Fluid Temp. -5 to 60℃ (nonfreezing)

Effective Area 19mm2(1.0) 45mm2(2.4)

Lubrication unnecessary (Turbine Oil Only)

Port Size 1/4 3/8

Fluid Air

Operating Pressure Range 0~10bar (0~1 MPa)

Ambient & Fluid Temp. -5 to 60℃ (nonfreezing)

Effective Area 19mm2(1.0)

Lubrication unnecessary (Turbine Oil Only)

Port Size 1/4

Specifications

Specifications
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� Possible to utilize in strong

� Lig�t an� compact

� �on-�uel type an� �isassembly available

� Spee� controller built-in

� �ptional selection o� piping �irection

available

� Bellows unnecessary by application o�

strong coil scraper

� Possible to mount various auto switc�es

- Common Type (W5, W3)

- Low Magnetic System type (W2P)

- Strong Magnetic System

Clamp Cylinder

Series ACK1
Bore Size: Ø32, Ø80

Symbol

� Series

� �agnet
Bore Size(mm) Ø32
Blank : Common magnet equipped

(W2P, W5)
P : Strong magnet built-in type 

(for W2P)

Bore Size(mm) Ø80
Blank : Magnet equipped (W2P, W5)
P : Strong magnet built-in type 

(for W2P)
G : Common magnet equipped

� Clevis Width

� Bore Size(mm)
32 : 32mm, 80 : 80mm

� Stroke(mm)
32 : 50, 75, 100, 125, 150, 200,

250, 300
80 : 50, 75, 100, 125, 150,175,200,

250, 300

� Rod �nd �itting
Blank : None
Y : Double knuckle joint

� Additional Symbol
B : Limit switch fittings attached
D : Cam mount(Ø32 is not

available)
19 : Foot

� Auto S�itch
Blank : None
W5 : Grommet

DC24V, AC100V, Light ON
Lighting

W6 : AC100V OFF Lighting
W7 : DC24V, AC100V ON Lighting
W2P : DC24V ON Lighting
W3 : W3

� Lead Wire Length
L : 3m(W5 included)
Z : 5m(W5 is not relevant)
※ 0.5mm is standard for W5.

A   CKP1 A  32 100 

1

Y

6

Z

92 3 4 5

W2P
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Bore Size

Ø32

Ø80

A B C

16.5 - -

16.5 19.5 28

Speed Controller (Ø32)

Needle Rev Count and Cylinder Running Speed

Condition : Out-side, Pressure supplied 5kgf/㎠, for

unloaded condition

Speed Controller (Ø80)

How to Order
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Speed Controller·Needle Rev Count Speed Controller·Needle Rev Count

Specifications Accessories (Option)

Internal Diameter/Stroke

Applied Fluid

Guaranteed Pressure Resistance

Maximum Pressure Applied

Minimum Pressure Applied

Ambient and Applied Fluid Temperature

Applied Piston Speed

Cushion

Lubrication

Stroke Tolerance

Speed Controller

Attachment Supporting Type (Standard Type)

Ø32, Ø80 / 50 ~ 300mm

Air

1.5MPa(15kgf/cm2)

1.0MPa(9.9kgf/cm2)

0.05MPa(0.5kgf/cm2)

5~60℃

50~500mm/s

Both Side Air Cushion

Non-Lube

0 ~ 1.0mm

Built-in

※Double Clevis (Pin and Separate Pin Attached)

ContentItems Name of component Item Number

Limit Switch Attaching Board ACKA080-48-001

Cam Mount ACKA080-42-001

Foot ACKA080-19-001

Weight Table                                                  (Unit : kg)

Bore Size Ø32 Ø80

Cylinder
Basic Weight 0.42 3.86

Increased Weight Per 25 Stroke 0.06 0.13

Double Knuckle Joint (Pin Inclusive) 0.21 0.6
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� Possible to utilize in strong

� Lig�t an� compact

� �on-�uel type an� �isassembly available

� Spee� controller built-in

� �ptional selection o� piping �irection

available

� Bellows unnecessary by application o�

strong coil scraper

� Possible to mount various auto switc�es

- Common Type (W5, W3)

- Low Magnetic System type (W2P)

- Strong Magnetic System

Clamp Cylinder

Series ACK1
Bore Size: Ø32, Ø80

Symbol

� Series

� �agnet
Bore Size(mm) Ø32
Blank : Common magnet equipped

(W2P, W5)
P : Strong magnet built-in type 

(for W2P)

Bore Size(mm) Ø80
Blank : Magnet equipped (W2P, W5)
P : Strong magnet built-in type 

(for W2P)
G : Common magnet equipped

� Clevis Width

� Bore Size(mm)
32 : 32mm, 80 : 80mm

� Stroke(mm)
32 : 50, 75, 100, 125, 150, 200,

250, 300
80 : 50, 75, 100, 125, 150,175,200,

250, 300

� Rod �nd �itting
Blank : None
Y : Double knuckle joint

� Additional Symbol
B : Limit switch fittings attached
D : Cam mount(Ø32 is not

available)
19 : Foot

� Auto S�itch
Blank : None
W5 : Grommet

DC24V, AC100V, Light ON
Lighting

W6 : AC100V OFF Lighting
W7 : DC24V, AC100V ON Lighting
W2P : DC24V ON Lighting
W3 : W3

� Lead Wire Length
L : 3m(W5 included)
Z : 5m(W5 is not relevant)
※ 0.5mm is standard for W5.
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Bore Size

Ø32

Ø80

A B C

16.5 - -

16.5 19.5 28

Speed Controller (Ø32)

Needle Rev Count and Cylinder Running Speed

Condition : Out-side, Pressure supplied 5kgf/㎠, for

unloaded condition

Speed Controller (Ø80)

How to Order
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Speed Controller·Needle Rev Count Speed Controller·Needle Rev Count

Specifications Accessories (Option)

Internal Diameter/Stroke

Applied Fluid

Guaranteed Pressure Resistance

Maximum Pressure Applied

Minimum Pressure Applied

Ambient and Applied Fluid Temperature

Applied Piston Speed

Cushion

Lubrication

Stroke Tolerance

Speed Controller

Attachment Supporting Type (Standard Type)

Ø32, Ø80 / 50 ~ 300mm

Air

1.5MPa(15kgf/cm2)

1.0MPa(9.9kgf/cm2)

0.05MPa(0.5kgf/cm2)

5~60℃

50~500mm/s

Both Side Air Cushion

Non-Lube

0 ~ 1.0mm

Built-in

※Double Clevis (Pin and Separate Pin Attached)

ContentItems Name of component Item Number

Limit Switch Attaching Board ACKA080-48-001

Cam Mount ACKA080-42-001

Foot ACKA080-19-001

Weight Table                                                  (Unit : kg)

Bore Size Ø32 Ø80

Cylinder
Basic Weight 0.42 3.86

Increased Weight Per 25 Stroke 0.06 0.13

Double Knuckle Joint (Pin Inclusive) 0.21 0.6
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